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Tanımı
Termoplastik elastomer esaslı, duvar ve zemin birleşim yerleri ile 
her  türlü yapı genleşme derzlerinin kapatılması ve yalıtımında 
kullanılan,  UV dayanımlı dilatasyon bandıdır.

Avantajları
• Isı değişimlerine dayanıklıdır ve -30 ºC ye kadar soğukta  
esnekliğini korur.
• UV dayanımlıdır.
• Yüksek mekanik ve yırtılma direncine sahiptir.
• Bitki köklerine dayanımı sayesinde toprak altında kullanıma  
uygundur.
• Baumez Dilatasyon Bandını yapıştırmak için Baumez  EPD 
Morter Epoksi esaslı yapıştırma harcı kullanılmalıdır.
• Seyreltik asitlere ve alkali çözeltilere dayanıklıdır.

Kullanım Alanları
• Temel ve perde beton, bina dilatasyonlarında
• Tünel ve benzeri yer altı yapılarında
• Mahya birleşimlerinde,
• Bina ekleri ve çatlaklarında,
• Teras, balkon, dış cephelerde,
• Islak hacim, parapet duvarlarda,
• Havuzlar, atık su üniteleri
• Katlı otopark ve park alanları

Yüzey Hazırlığı ve Uygulama
Uygulama yapılacak yüzey; toz, boya, kir, deterjan v.b. tutunmayı  
önleyici maddelerden arındırılarak, temiz, kuru, düzgün ve 
sağlam  olması sağlanmalıdır. Uygulama yüzeyindeki tamirat 
gereken yerler  önceden tamir edilmelidir. Dilatasyon bandı 
mutlaka tabliye  betonuna uygulanmalıdır. Eğer tabliye betonu 
üzerine şap veya  herhangi bir kaplama uygulanmışsa tabliye 
betonuna kadar kesim ve  kırım yapılmalıdır.

Uygulama
Uygulama genişliği 20 cm enindeki bant için en az 40 mm ve 30 
cm  enindeki bant için en az 50 mm olmalıdır. Bant uygulaması 
yapılacak  alanlar önceden tespit edilerek uygun bant boyları 
hazırlanır, ekleme  gerektiren bantlar uygulamadan önce sıcak 
hava tabancası ile  kaynatılarak hazırlanır, bu işlemlerde Baumez 
EPD Morter yapıştırıcısı kullanılmaz.

Baumez EPD Morter dilatasyon bandı yapıştırıcısı uygulama  
yüzeyine iyice yedirilir, daha sonra dilatasyon bandı serilir.  
Dilatasyon bandının deliklerinden yapıştırıcı çıkacak şekilde  
bastırılır. Daha sonra dilatasyon bandının delikli kısmının üzerine 
de  yapıştırıcı sürülerek band iki yapıştırıcı arasında kıstırılır. 
Uygulama  1,0-1,5 mm kalınlığında ve bandı en az 20 mm 
taşacak şekilde  yapılır. Baumez Dilatasyon Bandı, Baumez  
EPD Morter epoksi  yapıştırıcısı ile içe ya da dışa omega 
şeklinde (Ω) uygulanmalıdır.

Yatayda band uygulaması öncesi hareketin çok olduğu 
mahallerde  dilatasyon boşluğuna dilatasyon genişliğinden 
1 cm fazla çaplı  polietilen fitil döşenmelidir ve dolgu mastiği ile 
doldurulmalıdır. Dikey  alanlarda da aynı yapıştırma yöntemi ile 
polietilen fitil ve dolgu  mastiği kullanılmadan uygulanır.

Güvenlik önlemleri
• Kullanma talimatını mutlaka okuyunuz,
• Çocuklardan uzak tutunuz,
• Ateşle yaklaşmayınız
• Uygulama esnasında uygun koruyucular kullanılmalıdır.

Teknik Özellikler
• Kimyasal yapısı TPE (Termoplastik elastomer) 
• Renk Gri 
• Genişlik 15-40 cm 
• Uzunluk 20 m rulo 
• Kalınlık 1,00 - 1,5 - 2,00 mm 
• Sertlik (Shore A) 70 
• Servis sıcaklığı -40 °C / +90 °C 
• Kopmada uzama % 600 
• Termik kaynak sıcaklık değeri 270 ºC
• Yırtılma dayanımı > 600 N/cm
• Su basıncına karşı dayanım > 8 bar 
• Çekme dayanımı > 6 Mpa 
• UV dayanımı > 7500 h 
• Bitüm dayanımı İyi 
• Sülfirik asit dayanımı İyi
• Alkol dayanımı İyi 
• Detarjan dayanımı İyi

Dikkat Edilecek Hususlar
• Baumez dilatasyon bandının omega şeklinde (Ω) uygulanması-
na dikkat edilmelidir.
• Soğuk havalarda Baumez EPD Mortart’ın kuruma süresi 
uzayacağı dikkate alınmalıdır.
• Yağmurlu havalarda uygulama yapılmamalıdır
• 24 saat içerisinde yağmur görmüş veya dona maruz kalmış  
yüzeylerde uygulama yapılmamalıdır.

Depolama ve Raf Ömrü
Açılmamış orijinal ambalajında, serin ve kuru ortamda dondan  
korunarak 5 yıl depolanabilir. Uzun süreli depolamalarda paletler 
üst  üste konulmamalıdır.

Ambalaj
20 mt rulo ( 1 adet )
15 cm delikli (20 mt)
20 cm delikli (20 mt)
25 cm delikli (20 mt)
30 cm delikli (20 mt)
40 cm delikli (20 mt)

Kalite Belgeleri
• ISO 9001:2015

Dilatasyon Bandı
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Pah Bandı

Tanımı
Termoplastik elastomer esaslı, kenarları Keçeli veya Polyester 
File takviyeli,  yapısal derzlerin su yalıtımında kullanılan, elastik, 
derz ve pah  bandıdır.

Avantajları
• Yüksek elastikiyete sahiptir,
• Hızlı ve kolay uygulanır,
• Kimyasal maddelere dayanıklıdır,
• Zor hava koşullarına, UV ışınlarına, darbelere ve eğilmelere  
karşı dayanıklıdır,
• Kolay bir şekilde kesilir ve kaynakla yapıştırılması sayesinde 
her  türlü su yalıtım işlerinde kullanılabilir,
• Delikleri sayesinde kolay bir şekilde mekanik olarak  sabitlene-
bilir,
• Sürekli elastik yapısı sayesinde yapıların her tülü hareketine  
dayanıklıdır.

Kullanım Alanları
• Islak hacimlerdeki pahlarda,
• Havuzlarda, arıtma tesislerinde,
• Su depolarının pahlarında,
• Döşemelerde ve perdelerde oluşan soğuk derz ve çatlaklardaki  
hareketlerin, elastik yapısı ile tolere edilmesinde ve  yalıtılmasın-
da kullanılır.
• Balkonlarda, parapetlerde,
• Teraslarda, çatı bitişlerinde kullanılır.

Yüzey Hazırlığı
Uygulama yapılacak yüzey; toz, boya, kir, deterjan v.b. tutunmayı  
önleyici maddelerden arındırılarak, temiz, kuru, düzgün ve 
sağlam  olması sağlanmalıdır. Tamir gereken yüzeyler tamir 
harçlarından  uygun olanı ile en az bir gün önceden onarılmalıdır.

Uygulama
Su yalıtım malzemesi uygulamasına başlanmadan önce  
Hammerfast Pah Bandı uygulanacak alana göre kesilir. Sürme  
esaslı su yalıtım malzemesinin ilk katı (Pah bandının iyi yerleşm-
esi  için biraz fazla sürülür) sürüldükten sonra Pah bandı, 
uygulanacak  olan alana serilir ve su yalıtım malzemesi ile 
gömülmesi sağlanır.  Birinci kat su yalıtım malzemesinin kürünü 
lamasından sonra diğer  kat su yalıtım malzemesi uygulamasına 
devam edilerek işlem  tamamlanır.

Güvenlik Önlemleri
• Kullanma talimatını mutlaka okuyunuz,
• Çocuklardan uzak tutunuz,
• Ateşle yaklaşmayınız
• Uygulama esnasında uygun koruyucular kullanılmalıdır.

Dikkat Edilecek Hususlar
• Yüksek sıcaklık içeren ortamlarda uygulanmamalıdır.
• Hammerfast Pah Bandı, su yalıtım malzemeleri yaş iken içine  
gömülmelidir.
• Uygulama sonrası su yalıtım malzemeleri pah bandının üzerine  
getirilmelidir.
• Doğrudan güneşe ve kuvvetli rüzgâra maruz kalan yüzeylerde  
uygulama yapılmamalıdır.
• 24 saat içerisinde yağmur görmüş veya dona maruz kalmış  
yüzeylerde uygulama yapılmamalıdır.

Kalite Belgeleri
• ISO 9001:2015

Teknik Özellikler

Kimyasal yapısı

Malzemenin sistem genişliği

Servis sıcaklığı

Kalınlık

Su basıncı karşısındaki dayanım

TPE (Termoplastik Elastomer) & Keçeli veya Polyester File

120 mm

-40 °C / +90 °C

0,60 mm

1,5 bar



4 www.baumees.com.tr / info@baumees.com.tr / Destek Hattı :  0 850 532 61 62

Tanımı
Betenorme yapılarda genleşme ve daralma derzlerinde, beton 
döküm işlemi sürekli olmadığı için farklı zamanlarda dökülen 
betonlarda oluşan inşaat derzlerinde su sızdırmazlığı sağlamak 
ve yapının zarar görmesini engellemek amacıyla PVC Su Tutucu 
Bantlar kullanılmaktadır.

PVC (Polivinil klorür) ve malzemenin ömrünü, mukavemetini 
artırıcı çeşitli kimyasal katkılar, boyar maddeden oluşan harman 
belirli bir ısı ve basınçta ekstrüderde şekillendirilerek üretilmek-
tedir.

Üretim yapılırken TS 3078, DIN ve ASTM gibi uluslar arası 
standartlar ve DSİ, KARAYOLLARI vb. kurumların şartnameleri 
baz alınarak yüksek kalitede üretim yapılmaktadır.

• Rolo boyutları standart değerlerdir. Müşterinin isteği üzerine 
farklı ebatlarda üretim yapılabilmektedir.

*Lütfen daha fazla bilgi için BAUMEES ile iletişime geçiniz.

Kullanım Alanları
• Kullanım Alanları
• Tüneller
• Metrolar
• Köprüler
• Kanallar
• Kanalizasyon
• Havuzlar
• Barajlar
• Arıtma Tesisleri
• Su Depoları

PVC Su Tutucu Bant

Teknik Özellikler
Hammadde Polivinil Klorür (PVC)

Test Metotları Birim Değerler Tolerans

Çekme Dayanımı TS 3078-1 & 2 N/mm2
Ortalama Değer 14
En Küçük Değer 12

- 10%
Uzama Oranı TS 3078-1 & 2 %

Ortalama Değer 225
En Küçük Değer 200

Sertlik Derecesi TS 3078-1 & 2 Shore A 80 ± 5

Birim Hacim Kütlesi TS 3078-1 & 2 g/cm3 1,27 ± 0,04

Kütlece Su Emme Oranı TS 3078-1 & 2 % ≥ 1,5

Kütlece Kül Oranı TS 3078-1 & 2 % ≥ 5

Genişlik TS 3078-1 & 2 mm - 10%
Bant Tipine Göre

Kalınlık TS 3078-1 & 2 mm Bant Tipine Göre

Birleşim Parçaları
Köşelerde su tutucu bantların birbirine eklenmesi için özel 
parçalara ihtiyaç duyulur. Bu parçalar alttaki ve üstteki şekilde 
görüldüğü gibi ihtiyaca göre fabrikamızda imal edilir.
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Termoplastik Şişen Bant

Tanımı
BAUMEZ TPE, beton birleşim noktaları, yapı derzleri ve soğuk  
derzlerde kullanıma uygun, su yalıtımına yardımcı termoplastik 
esaslı  şişen banttır.

Kullanım Alanları
• Soğuk derzler ve yapı derzleri,
• Temel ve perde betonları,
• Eski ve yeni beton yerleşim yerleri,
• İstinat perdeleri,
• Su depoları ve havuzlar,
• Tünel, metro, baraj, otoyol vb. her türlü inşaatlar,
• Kanalizasyon, su arıtma tesisleri ve menholler,
• Yeraltı boru ve kablo geçişleri,
• Prekast elemanların birleşim yerlerinde.

Avantajları
• Esnekliği ve uygun kesit boyutları sayesinde, yüzeydeki her 
türlü  kıvrım ve oyuğa rahat uygulanır.
• Hızlı ve yüksek genleşme kapasitesine sahiptir.
Sonsuz ve tersinir genleşme (eski haline dönme kapasitesi) 
özelliği  vardır.
• Yüksek sıcaklıklarda dahi boyut kararlılığını korur.
• Yeraltı suları, çeşme suyu, tuzlu su, saf su ve alkali su 
(çimentolu  su) ile temasa uygundur.
• Boyutları sayesinde fazla donatı olan bölgelerde bile kolay  
uygulanır.
• Astar gerektirmez.
• Oluşan bu boyut değişimi, betonarme yapı içerisinde 
malzemenin  su bariyeri oluşturmasını ve olası boşlukları 
doldurmasını sağlar.

Dikkat Edilecek Noktalar
• Kuru ve nemli olmayan bölgelerde direkt güneş ışığından 
koruyarak  muhafaza ediniz.
• Yüzey temizliğine ve düzgünlüğüne dikkat ediniz.
• Genleşme derzlerinde kullanımı uygun değildir.
• Önceden deforme olmuş bantların kullanımı uygun değildir.

Ambalaj
5 x 20 mm genişlikte 20 mt/rulo
10 x 20 mm genişlikte 10 mt/rulo

Depolama ve Raf Ömrü
Kapalı, kuru ve temiz bir ortamda orijinal paketinde saklayınız.  
Raf ömrü 24 aydır.

Teknik Özellikler

Esası

Boyutlar 

Yoğunluk 

Genleşme Basıncı

Yangın Sınıfı 

Şişme Kapasitesi

Tehlikeli Kimyasallar

Su Basınc Dayanımı

Ortam Sıcaklığı

TPE (Termoplastik elastomer)

5 x 20 mm / 10 x 20 mm 

Yaklaşık 1,25 g/cm³  

Yaklaşık 1,06 N/mm²  

E sınıfı (DIN EN 13501-1)  

 > %400

 Yok

2 Pa

+5ºC +35ºC
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Plastik Çim Sınırlayıcı Ledli / Ledsiz
Çim sınırlayıcı veya çim ayırıcı ürünler çimlerin podima taşı, 
cüruf, pomza taşı, yürüyüş yolu, dolomit taşı gibi alanları belirgin 
bir şekilde ayırmaya ve şekil yapılmasını sağlamak amacıyla 
üretilmiş peyzaj dekor elemanıdır.

Ürün İçeriği
25 metre plastik çim sınırlayıcı, farklı parçalar arasında kesintisiz 
bir ürünü yerinde tutmak için 50 adet plastik sabitleme kazığı.
Ürün orjinal hammadde ile üretilmiştir. Aşırı sıcak ve soğuk 
havalarda kırılma yapmaz. Kullanım ömrü minimum 10 yıldır.
Ürün esnek yapıda olduğu için düz hat uygulamalarda potluklar 
oluşabilir. Düz hat uygulamalar için diğer ürünlerimizi inceleye-
bilirsiniz.

Kullanım Alanları
• Çim bitiş kenarları sınırlama
• Ağaç dipleri sınırlama
• Malç sınırlama
• Çakıl sınırlama
• Bitki yatağı sınırlama
• Bitkisel desenler ve şekiller oluşturma

Avantajları
• Hızlı ve kolay montaj
• Çim alanı ile  ve diğer bahçe unsurlarından mükemmel 
şekilde ayırır.
• Plastik kazıklar sayesinde zeminden çıkmaz
• Uygulaması kolaydır. Ek ürün gerektirmez.
• İstenilen yerden kesilebilir.
• Esnek ve kavisli hatlar oluşturabilirsiniz.

Plastik Çim ve Bahçe Sınırlayıcı

Teknik Özellikler

Malzeme

Yükselik

Renk

Taban Genişliği

Rulo Boyu

Sabitleme Kazığı

UV Dayanımlı PVC

7.5 cm

Yeşil, Siyah,Beyaz

6.5 cm

25 Metre

50 adet plastik kazık (25 metre için)
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Baumez Epd Mortar

Tanımı
Özel olarak geliştirilmiş tiksotropik kıvamda, yapıştırma ve tamir 
işlerinde kullanılan , iki bileşenli yüksek mukavemetli epoksi 
yapıştırıcısı ve tamir  harcı malzemesi.

Avantajlar ve Özellikleri
• Uygulaması çok kolay.
• Su ve gaz geçirimi yoktur.
• Kimyasallara ve aşınmaya karşı dayanıklıdır.
• Betona mükemmel aderans eder.
• Rötre yapmaz.
• Solvent içermez.
• Baş üstü uygulamalarda kolay uygulanır
• Yatay ve dikey filiz ekiminde kolayca uygulanır.

Uygulama Detayları, Uyarılar
• Uygulanacak yüzey toz, güçsüz ve oynak  parçacıklardan, 
çimento serbeti kalıntıları v.b.arındırılmış ve kuru olmalı.
• Beton alt yüzeyi basınç dayanımı (25N/mm²),  çekme dayanımı 
(pull-off 1,5N/mm²) olmalıdır.
• Aşırı sıcak havalarda ürün karıştığı zaman hemen  sertleşeceği 
için tüketilecek kadar karışım
yapılmalıdır.
• Dilatasyon membranlarında kullanımlarında m²de  en az 1,00kg 
kullanılmalıdır.
• Hazırlanan ürünün içerisine hiç bir şekilde yabancı  bir madde, 
incelticisi ve su katılmamalıdır.
• Malzemenin karıştırılması mutlaka uygun mekanik  karıştırıcılar 
ile yapılmalıdır. El ile karıştırma
yapılmamalıdır.
• Sıcaklık +5°C’nin altında ise uygulanmamalıdır.

Kullanım Alanları
• Dilatasyon bantların betona yapıştırılmasında.
• Her türlü beton, taş, mermer gibi malzemelerin  tamirinde ve 
yapıştırılmasında.
• Fayans, granit gibi malzemelerin parlak yüzeylere  yapıştırıl-
masında
• Yatay ve dikey filiz ekimlerinde

Depolama ve Raf Ömrü
• Açılmamış orijinal ambalajında, serin ve kuru
ortamda, dondan korunarak depolanmalıdır. Kısa
süreli depolamalarda, en fazla 2 palet üst üste
konulmalı ve ilk giren ilk çıkan sistemiyle  kullanılmalıdır.
• Uygun depolama koşullarında üretim tarihinden  itibaren 18 
aydır. Açılmış ve karıştırılmamış ürünler  en fazla 2 gün içinde 
tüketilmelidir.

Ambalaj
• A Bileşeni 3,75 kg
• B Bileşeni 1,25 kg
• Metal kova

Güvenlik Uyarıları
• Sigara içilmemeli. Uygulama yapılacak alanın  sürekli 
havalandırılmasına dikkat edilmeli.
• Uygulama esnasında gözlük, eldiven gibi koruyucu ekipmanlar 
kullanılmalı.
• Ürün profesyonel kullanılıcılar tarafından, teknik  bilgi 
kısmındaki veriler göz önüne alınarak  tüketilmelidir.

Teknik Özellikler

Baumez epd mortar a bileşeni epfix repair 880  b bileşeni

Karışım yoğunluğu

Karışım

Sarfiyat

Basınç dayanımı (7 gün)

Eğilme dayanımı (7gün)

Yapışma dayanımı (7gün)

İkinci kat süresi (20°c)

Mukavemet süresi (20°c)

Uygulama sıcaklığı

Epoksi Reçine

Epoksi Sertleştirici

1,8± 0,05 kg/lt

3,75 : 1,25

1-1,5kg/m²

>70N/mm² (TSE 196)

>40N/mm² ( TSE 196)

>3N/mm²,Beton Kopar

min 12 saat

7 Gün

+5°C - +30°C (Beton)

İki bileşenli yüksek mukavemetli, epoksi yapıştırıcısı ve tamir harcı
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Tanımı
BAUMEZ ADMİX içerisindeki kristalize lifler ile, betondaki kapiler 
boşlukları doldurarak betonun su geçirimsizliğini artıran, aynı 
zamanda yüzeyden su  emmesini azaltan ve kılcal çatlaklardan 
su geçişini  engelleyen sıvı beton katkısıdır.

Kullanım Yerleri
• BAUMEZ ADMİX aşağıdaki durumlarda kullanılır.
• Kristalize kapiler su geçirimsizlik istenen tüm  beton 
uygulamalarında
• Betonda kılcal çatlakları hidrofob hale getirerek su 
geçirimsizlik sağlar.
• Basınçsız veya düşük basınçlı su etkisine maruz sıvalı 
tuğla duvar elemanlarda.
• Yüzme havuzu betonlarında
• Su kanalları ve tünel gibi yapılarda.
• Atıksu arıtma tesisleri, barajlar, menfezler ve su  depoları 
için tasarlanan betonlarda.
• Kılcal su emme riskinin yüksek olduğu yapı  kısımlarında.
• Su yapılarının gel-git ve su sıçraması olan  bölgelerinde su 
girişinin önlenmesi amacıyla.

Avantajlar ve Özellikleri
• Kullanıma hazır bir üründür ayrıca işlem gerektirmez.
• Kür süresi esnasında ve su ile her temasında  sürekli aktif olup 
betondaki kapiler boşlukları çözülmeyen nano boyuttaki 
kristaller ile doldurarak sürekli sızdırmazlığa yardımcı olur ve 
priz süresini bir. miktar kısaltır.
• Su geçirimsizlik yanında yüzeyin nefes almasını sağlar.
• Sıvı olarak beton karışımına katıldığı için toz
ürünler ile kıyaslandığında topaklanma riski olmadan  rahatça 
kullanılabilir.
• Fore kazıklı radye temel yalıtımı için idealdir. İşçilik ve zaman 
açısından tasarruf sağlar.
• Uygulama öncesi BAUMEZ ADMİX bidonunu  çalkalamadan 
kullanmayınız.
• BAUMEZ ADMİX katılacak betonun Su/Çimento  oranı 0,55’den 
fazla olmamalıdır.
• Karışım şantiyede yapılacak ise, beton mikseri içerisindeki 
döküme hazır halde bekleyen betonun içerisine çimento 
ağırlığının % 2’si oranında katılarak  yaklaşık 5 dakika karıştırılır.
• Karışım Beton santralinde yapılacak ise ürün beton  karışım 
suyunun içerisine eklenir ve bu karışım betonun içerisine en son 
bileşen olarak katılır. Su geçirimsizlik yanında yüzeyin nefes 
almasını  sağlar.
• BAUMEZ ADMİX ’in de dahil olduğu su geçirimsizlik  katkıları 
yüksek basınçla akan su etkisinde etkili değillerdir. Yüksek 
basınçla akan su etkisine maruz  yapı elemanlarında su geçirim-
sizliğin sağlanması için dışarıdan izolasyon yöntemlerinin 
kullanılması önerilir.
• Su geçirimsizlik katkıları rötre, durabilite problemleri ve 
yüklemeden kaynaklı mikro çatlak  gelişmiş harç ve betonların 
su geçirimsizliğinin  sağlanmasında etkili değildir. 
• En iyi performansın  elde edilmesi için karışımın su/çimento 
oranının  düşük tutulması, harcın çatlaktan korunması ve kürüne 
dikkat edilmesi önerilir.

Önerilen Kullanım Dozajı
BAUMEZ ADMİX katılacak betonun Su/Çimento  oranı 0,55’den 
fazla olmamalıdır. Çimento ağırlığının%1 ile % 2’si oranında katılır.

Avantajları
• Hızlı ve kolay montaj
• Çim alanı ile  ve diğer bahçe unsurlarından mükemmel 
şekilde ayırır.
• Plastik kazıklar sayesinde zeminden çıkmaz
• Uygulaması kolaydır. Ek ürün gerektirmez.
• İstenilen yerden kesilebilir.
• Esnek ve kavisli hatlar oluşturabilirsiniz.

Ekipman Temizliği
Ürünle temas eden ekipman bol su ile yıkanarak
temizlenebilir

Ambalaj ve Depolama
30 kg’lık bidon Raf ömrü üretim tarihinden itibaren 12 aydır. Ürün  
orjinal ambalajında +5 ile +35 ºC arasındaki sıcaklıklarda ve 
doğrudan güneş ışınından ve dondan  korunarak saklanmalıdır.

Güvenlik
Cilde temas etmesi durumunda bol su ile yıkanmalıdır. 
Göze temasında bol su ile yıkanmalı,  derhal doktora başvurul-
malıdır. Güvenlik ile ilgili detaylı bilgi ürünün MSDS formunda 
bulunmaktadır.

Yasal Sorumluluk
Ürün teknik bilgi sayfalarında belirtilen teknik öneriler ve kullanım 
dozajları AR-GE biriminde gerçekleştirilen deneme betonlarından 
elde edilen  sonuçlara göre iyi niyetli bir öneri olarak yazılmıştır.
Uygulamada kullanılan çimento başta olmak üzere,  beton 
bileşenlerindeki farklılıklara göre optimum kullanım dozajları ve 
uygulama detaylarının daha  sağlıklı belirlenebilmesi için AR-GE 
birimi ile ortak  çalışılması en uygun çözümü verecektir. 
Kullanıcılarımızın planladıkları teknik uygulama için  gerekli olan 
uygun ürününü seçmeleri ve ürünün  amaç için uygunluğunu test 
etmeleri gerekir. Kullanıcılarımızın genel mühendislik kuralları ile 
ürün  teknik bilgi sayfasında belirtilen kullanım detaylarına
tam olarak uymaları gerekir. Uygun ürün seçimi ve  kullanım 
detayları konusunda AR-GE ve Teknik Destek birimi ile iletişime 
geçilmelidir. Ürünlerin  yanlış ve amacı dışındaki kullanımlarından
FİRMAMIZ sorumlu değildir.

Baumez Admix

Teknik özellikler

Renk ve Form

Kimyasal Köken

Yoğunluk (kg/lt)

pH

Beyaz - Sıvı

İnorganik bileşikler

1,01-1,05 +20 derecede

( 3 - 7 )

Beton İçin Kristalize Kapiler Su Geçirimsizlik Katkısı
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Product Descrıptıon
With crystallised fibres in BAUMEZ ADMIX,  filling the capillary 
gaps in the concrete A liquid concrete admixture that improves 
the impermeability of concrete, reduces water absorption from  
the surface and prevents the passage of water through  capillary 
cracks

Uses
• BAUMEZ ADMIX is used in the following cases.
In all concrete applications where crystallised capillary water 
impermeability is required
• Hydrophobising capillary cracks in concrete  provides 
impermeability.
• In plastered brick masonry elements subjected to the
action of unpressurised or low-pressure water.
• In swimming pool concretes
• In structures such as water channels and tunnels.
• In concretes designed for wastewater treatment plants, dams, 
culverts and water tanks.
• In parts of the structure where the risk of capillary  water 
absorption is high.
• To prevent water ingress in tidal and splash areas of  water 
structures.

Advantages and Features
• It is a ready-to-use product and does not require further  
processing.
• It is continuously active during the curing period and in  every 
contact with water and helps continuous sealing by  filling the 
capillary gaps in the concrete with insoluble nano-  sized crystals 
and shortens the setting time to some extent.
• Besides water impermeability, it allows the surface to breathe.
• Powder as it is added to the concrete mix as a liquid
• Compared to products, it can be used comfortably without the
risk of clumping.
• Ideal for raft foundation insulation with bored piles.
• Saves labour and time.
• No adverse effect on the setting and strength of mortar or  
concrete has no effect.
• It does not contain chloride or other harmful substances that 
may cause corrosion of reinforcement.
• Repairs cracks up to 0.4 mm.

Recommended Dosage
The water/cement ratio of the concrete to be mixed with  
BAUMEZ ADMIX should not be more than 0.55. Cement  between 
1% and 2% of its weight.

Safety
In case of contact with skin, flush with plenty of water  should be 
washed. In case of eye contact, rinse with plenty  of water and 
consult a doctor immediately. Safety related  Detailed informa-
tion is available in the MSDS form of the  product.

Eauipment Cleaning
Equipment in contact with the product should be washed with  
plenty of water cleanable

Packaging and Storage
30 kg drum Shelf life is 12 months from the date of production. 
The product is in its original packaging between +5 and +35
It should be stored at temperatures and protected from direct  
sunlight and frost.

Application Detals, Warnings
• Do not use BAUMEZ ADMIX withoutshaking the canister  before 
application.
• The water/cement ratio of the concrete to be added with  
BAUMEZ ADMIX should not be more than 0.55.
• If the mixture is to be made at the construction site, the  
concrete waiting in the concrete mixer ready for pouring 2 % of 
the cement weight is added into the cement and mixed  for about 
5 minutes.
• If the mixture is to be made in the concrete batching plant, the  
product is added into the concrete mixture water and this  
mixture is added into the concrete as the last component.
• Besides water impermeability, it allows the surface to
breathe.
• Waterproofing additives, including BAUMEZ ADMIX, are  effec-
tive under the influence of water flowing at high pressure  they 
are not. In order to ensure water impermeability in  structural 
elements exposed to the effect of high pressure  flowing water
use of isolation methods from the outside  recommended.
• Water impermeability additives shrinkage, durability  It is not 
effective in providing water impermeability of
mortars and concretes with micro-cracks developed due to  prob-
lems and loading. In order to obtain the best  performance, it is 
recommended to keep the water /  cement ratio of the mixture 
low, protect the mortar from  cracks and pay attention to curing.

Legal Liability
The technical data specified in the product technical data sheets  
recommendations and dosages for use are available in the R&D  
unit written as a well-intentioned suggestion based on the results  
obtained from the test concretes. Optimum according to the 
differences in concrete components,  especially the cement used 
in the application In order to determine the usage dosages and 
application  details more accurately, co-operation with the R&D 
unit will  provide the most appropriate solution. Our users need to 
select the appropriate product for their  planned technical 
application and test its suitability for the  purpose. Our users 
must comply with the general engineering rules and the  usage 
details specified in the product technical data sheet. must be 
fully complied with. R&D and Technical Departments  are respon-
sible for appropriate product selection and usage  details. The 
support unit should be contacted. Improper and  improper use of 
the products our company is not responsible

Baumez Admix

Technical Specifications

Colour and Form

Chemical Origin

Density (kg/lt)

pH

White - Liquid

Inorganic compounds

1,01-1,05 at +20 degrees

( 3 - 7 )

Crystallised Capillary Waterproofing Admixture for Concrete
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Baumez Epd Mortar

Product Descrıptıon
Specially developed thixotropic consistency, two-component, 
two-component, two-component, two-  component, two-compo-
nent, two-component, two-  component high strength epoxy 
adhesive and repair mortar material.

ADVANTAGES And FEATURES
• It is very easy to apply.
• Water and gas impermeable.
• Resistant to chemicals and abrasion.
• Excellent adherence to concrete.
• No shrinkage.
• Solvent free.
• Easy to apply in overhead applications
• Easily applied in horizontal and vertical sprout planting
weak and loose particles, cement grout residues,

Applıcatıon Detaıls, Warnıngs
• The application surface should be free from dust, must be 
purified and dry.
• Concrete sub-surface should have compressive
strength (25N/mm²), tensile strength (pull-off  1,5N/mm²).
• In extremely hot weather, the mixture will harden  immediately 
when the product is mixed.
• It must be done.
• When used in dilatation membranes, at least 1,00kg per
m² should be used.
• No foreign substance, thinner and water should be  added into 
the prepared product.
• Mixing of the material must be done with suitable  mechanical 
mixers. Manual mixing
should not be done.
• Do not apply if the temperature is below +5°C.
 

Areas Of Use
• Bonding of dilatation tapes to concrete.
• Repair and bonding of allkinds of materials such as
concrete, stone, marble.
• Bonding of materials such as tiles, granite to glossy  surfaces
• Horizontal and vertical sprout planting

STORAGE And SHELF LIFE
• In unopened original packaging, cool and dry should be stored 
in the environment, protected from  frost. Short for long-term 
storage, maximum 2 pallets on top of each  other and should be 
used on a first-in, first-out system.
• 18 months from the date of production under  appropriate 
storage conditions. Opened and unmixed  products should be 
consumed within maximum 2 days.

Packıng
• Component A 3.75  kg
• Component B 1.25  kg
• Metal Bucket

Safety Warnıngs
• Smoking should be avoided. Care should be taken  to ensure 
continuous ventilation of the application  area.
• Protective equipment such as goggles and gloves should  be 
used during application.
• The product should be consumed by professional users, taking 
into account the data in the technical data  section.

Technıcal Specıfıcatıons

Baumez Epd Mortar

Component EPFIX REPAIR  880 B Component

Mıxture Densıty

Mıxture

Expendıture

Compressıve Strength (7  Days)

Flexural Strength (7 Days)

Adhesıon Strength (7 Days)

Second Coat Tıme (20°c)

Strength Tıme (20°c)

Applıcatıon Temperature

Epoxy Resin

Epoxy Hardener

1,8± 0,05 kg/l

3,75 : 1,25

1-1,5kg/m²

>70N/mm² (TSE 196)

>40N/mm² (TSE 196)

>3N/mm²,Concrete  Breaks

min 12 hours

7 Days

+5°C - +30°C (Concrete)

Two-component high strength epoxy adhesive and repair mortar
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Plastic Grass Delimiter Led / Ledless
Grass delimiter or grass separator products are landscape decor 
elements produced to clearly separate areas such as podima 
stone, slag, pumice stone,  pumice stone, walkway, dolomite 
stone and to provide shape.

Product content
25 metres of plastic grass delimiters, 50 plastic fixing stakes to 
keep a seamless product in place between different parts.
The product is produced with original raw material. It does not 
break in extreme hot and cold weather. Its service life is minimum 
10 years.  Since the product is flexible, pot holes may occur in 
straight line applications. You can examine our other products 
for straight line applications.

Areas of use
• Limiting the edges of the lawn finish
• Restricting tree bottoms
• Limiting mulch
• Gravel limitation
• Plant bed delimitation
• Creating herbal patterns and shapes

Advantages
• Quick and easy assembly
• It perfectly separates it from the lawn area and other garden 
elements.
• Does not come out of the ground thanks to plastic stakes
• Easy to apply. No additional product required.
• It can be cut from the desired place.
• You can create flexible and curved lines.

Plastic Lawn and Garden  Delimiter

Technical Specifications

Material

Height

Colour

Base Width

Roll Length

Fixing Stakes

UV Resistant PVC

7.5 cm

Green, Black, White

6.5 cm

25 Metres

0 plastic stakes (for 25 metres)
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Thermoplastıc Swell Tape

Definition
BAUMEZ TPE, is a thermoplastic-based intumescent tape 
suitable  for use in concrete joints, construction  joints and cold 
joints, and  aids waterproofing.

Areas of use
• Cold joints and construction joints,
• Foundation and curtain wall concretes,
• Old and new concrete settlements,
• Retaining curtains,
• Water tanks and pools,
• Tunnels, subways, dams, motorways, etc. all  kinds of 
constructions,
• Sewerage, water treatment plants and  manholes,
• Underground pipe and cable crossings,

Advantages
• Thanks to its flexibility and suitable cross-sectional dimensions, 
it  is easily applied to all kinds of folds and grooves on the 
surface.
• It has fast and high expansion capacity.
• It has infinite and reversible expansion (capacity to return to its 
original state).
• Maintains dimensional stability even at high temperatures.
• Suitable for contact with groundwater, tap water, salt water, 
pure water and alkaline water (cemented water).
• Thanks to its dimensions, it is easy to apply even in areas with  
excessive reinforcement.
• No primer required.
• This dimensional change enables the material to form a water 
barrier within the reinforced concrete structure and to fill 
possible  voids.

Points to Consider
• Store in dry and non-humid areas, protected from direct 
sunlight.
• Pay attention to surface cleanliness and smoothness.
• Not suitable for use in expansion joints.
• Previously deformed tapes are not suitable for use.

Method of Use
Surface Preparation:
• For very rough surfaces, necessary corrections should be made  
with repair mortars before application.
• The substrate must be durable and clean for application.

Implementation:
• Application should be made at least 8 cm from the area of the  
concrete that will be exposed to water.
• Application can be done with suitable mounting adhesive or  
nailing method.
• In the nailing method, nails can be applied at 15 cm intervals.
• At the junction point of the two bands, the bands are brought 50 
mm side by side and joined.
• The surface may be damp during application, but there should 
be  no puddles.

Packaging
20 mt/roll in 5 x 20 mm width  10 mt/roll in 10 x 20 mm width

Storage and Shelf Life
Store in a closed, dry and clean environment in its original  
packaging. Shelf life is 24 months.

Technical Specifications

Basis TPE

Dimensions

Density 

Pressure 

Class 

Swelling Capacity

Dangerous Chemicals

Water pressure resistance:

Ambient temperature:

(Thermoplastic elastomer)  

5 x 20 mm / 10 x 20 mm  

Approx. 1,25 g/cm³ Expansion  

Approx. 1,06 N/mm² Fire  

Class E (DIN EN 13501-1)  

> %400  

None

2 Pa

+5ºC +35ºC
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Product Description
PVC Waterstop Tapes are used in order to provide water 
tightness in expansion and contraction joints in concrete struc-
tures, in  construction joints formed in concrete poured at differ-
ent times since the concrete casting process is not continuous, 
and to  prevent damage to the structure.

The blend consisting of PVC (Polyvinyl chloride) and various 
chemical additives and dyestuffs that increase the life and 
strength  of the material is produced by shaping in the extruder at 
a certain temperature and pressure.

High quality production is carried out on the basis of internation-
al standards such as TS 3078, DIN and ASTM and the  specifica-
tions of institutions such as DSI, HIGHWAYS etc.

*Rolo sizes are standard values. Different sizes can be produced 
upon customer request. *Please contact BAUMEES for more 
information.

Areas of Use
• Tunnels
• Metros
• Bridges
• Channels
• Sewerage
• Pools
• Dams
• Treatment  Plants
• Water Tanks

PVC Waterstop Tape

Technical Specifications
Raw material Polyvinyl Chloride (PVC)
Test Methods Unit Values Tolerance

Tensile Strength TS 3078-1 & 2 N/mm2
Average Value 14
Smallest Value 12

- 10%
Elongation Rate TS 3078-1 & 2 %

Average Value 225
Smallest  Value 200

Degree of Hardness TS 3078-1 & 2 Shore A 80 ± 5

Unit Volume Mass TS 3078-1 & 2 g/cm3 1,27 ± 0,04

Water Absorption by  
Mass Ratio TS 3078-1 & 2 % ≥ 1,5

Ash by Mass TS 3078-1 & 2 % ≥ 5

Width TS 3078-1 & 2 mm - 10%
According to Belt Type

Thickness TS 3078-1 & 2 mm According to Belt Type

JOINT PARTS
Need for special parts for joining water-retaining tapes together 
at the needed. These parts are manufactured in our factory 
according to the  needs as shown in the upper and lower figures.
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Chamfer Tape

Definition
Thermoplastic elastomer based, elastic, joint and chamfer tape 
with  Felt or Polyester reinforced edges, used for waterproofing 
structural joints.

Advantages
• It has high elasticity,
• Quick and easy to apply,
• Resistant to chemical substances,
• It is resistant to harsh weather conditions, UV rays, impacts  
and bending,
• It can be used in all kinds of waterproofing works thanks to its  
easy cutting and gluing by welding,
• It can be easily mechanically fixed thanks to its  holes,
• Thanks to its continuous elastic structure, it is resistant to all  
kinds of movements of the structures.

Areas of use
• In chamfers in wet rooms,
• In ponds, treatment plants,
• In the chamfers of the water tanks,
• It is used to tolerate and insulate the movements in cold joints  
and cracks in slabs and curtains with its elastic structure.
• On balconies, parapets,
• It is used on terraces, roof finishes.

Surface preparation
The application surface should be cleaned from dust, paint, dirt,  
detergent, etc. and should be clean, dry, smooth and solid. 
Surfaces  requiring repair should be repaired at least one day in 
advance with a  suitable repair mortar.

Application
Before starting the waterproofing material application, Hammer-
fast  Chamfer Band is cut according to the area to be applied. 
After the  first layer of the sliding based waterproofing material is 
applied (a little  more is applied for the chamfer band to settle 
well), the chamfer  band is laid on the area to be applied and it is 
ensured to be  embedded with waterproofing material. After the 
first layer of  waterproofing material is cured, the process is 
completed by  continuing the application of the other layer of 
waterproofing material.

Security measures
• Always read the instructions for use,
• Keep away from children,
• Do not approach with fire
• Suitable protective equipment should be used during  application.

Storage and shelf life
It can be stored for 5 years in its unopened original packaging in 
a  cool and dry place protected from frost. Pallets should not be 
stacked  on top of each other for long term storage.

Points to be considered
• It should not be applied in high temperature environments.
• Hammerfast Chamfer Tape should be embedded in  
waterproofing materials when they are wet.
• After the application, waterproofing materials should be 
brought  on the chamfer band.
• Do not apply on surfaces exposed to direct sun and strong 
wind.
• Do not apply within 24 hours on surfaces exposed to 
rain or frost.

Packaging
Available in 50 metre rolls.

Quality certificates
• ISO 9001:2015

Technical specifications

Chemical structure

System width of the material

Service temperature

Thickness

Across the water pressure endurance

TPE (Thermoplastic Elastomer) & Felt or Polyester mesh

120 mm

-40 °C / +90 °C

0.60 mm

1.5 bar
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Definition
Thermoplastic elastomer based, UV resistant dilatation tape 
used for sealing and insulation of wall and floor joints and all 
kinds of expansion joints.

Advantages
• It is resistant to temperature changes and maintains its 
flexibility in cold up to -30 ºC.
• UV resistant. It has high mechanical and tear resistance.
• Suitable for use under soil thanks to its resistance 
to plant roots.
• Baumez EPD Morter Epoxy based adhesive mortar should be 
used for bonding Baumez Dilatation Tape.
• Resistant to dilute acids and alkaline solutions.

Areas of use
• Foundation and curtain concrete, building dilatations
• Tunnelling and similar underground structures
• At ridge junctions,
• In building joints and cracks,
• Terrace, balcony, exteriorfacades,
• Wet volume, parapet on the walls,
• Ponds, waste water units
• Multi-storey car park and parking areas

Surface Preparation and Application
The application surface should be cleaned from dust, paint, dirt, 
detergent, etc. and should be clean, dry, smooth and solid. The 
places where repairs are required on the application surface 
should be repaired in advance. The dilatation tape must be 
applied on the deck concrete. If screed or any coating is applied 
on the deck concrete, it must be cut and trimmed up to the deck 
concrete.

Application
The application width should be at least 40 mm for 20 cm wide 
tape and at least 50 mm for 30 cm wide tape. The areas where the 
tape application will be made are determined in advance and 
suitable tape lengths are prepared, the tapes that require splicing 
are prepared by welding with a hot air gun before application, 
Baumez EPD Morter adhesive is not used in these processes.

Baumez EPD Morter dilatation tape adhesive is thoroughly 
spread on the application surface, then the dilatation tape is laid. 
It is pressed so that the adhesive comes out of the holes of the 
dilatation tape. Then apply adhesive on the perforated part of the 
dilatation tape and pinch the tape between two adhesives. The 
application is made with a thickness of 1,0-1,5 mm and at least 
20 mm overhanging the tape. Baumez Dilatation Tape should be 
applied with Baumez EPD Morter epoxy adhesive inward or 
outward omega shape (Ω).

Before horizontal tape application, polyethylene roving with a 
diameter of 1 cm more than the dilatation width should be laid in 
the dilatation gap in areas with high movement and filled with 
sealant. It is applied in vertical areas with the same bonding 
method without using polyethylene roving and sealant.

Security measures
• Always read the instructions for use,
• Keep away from children,
• Do not approach with fire
• Suitable protective equipment should be used 
during application.

Points to be considered
• Care should be taken to apply the Baumez dilatation band in 
omega shape (Ω).
• It should be taken into consideration that the drying time of 
• Baumez EPD Mortart will be longer in cold weather.
• Do not apply in rainy weather
• Within 24 hours on surfaces exposed to rain or frost should not 
be applied.

Packaging
20 mt roll (1 piece)
15 cm Perforated (20 mt)
20 cm Perforated (20 mt)
25 cm Perforated (20 mt)
30 cm Perforated (20 mt)
40 cm Perforated (20 mt)

Quality certificates
ISO 9001:2015

Storage and shelf life
It can be stored for 5 years in its unopened original packaging in 
a cool and dry place protected from frost. Pallets should not be 
stacked on top of each other for long term storage.

Technical specifications
• Chemical structure TPE (Thermoplastic elastomer)
• Colour Grey
• Width 15-40 cm
• Length 20 m roll
• Thickness 1.00 - 1.5 - 2.00 mm
• Hardness (Shore A) 70
• Service temperature -40 °C / +90 °C
• Elongation at break 600
• Thermal source temperature value 270 ºC
• Tear strength > 600 N/cm
• Resistance to water pressure > 8 bar
• Tensile strength > 6 Mpa
• UV resistance > 7500 h
• Bitumen resistance Good
• Sulfuric acid resistance Good
• Good alcohol resistance
• Good detergent resistance

Dilatation Tape
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