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Baumez Epd Mortar

Product Descrıptıon
Specially developed thixotropic consistency, two-component, 
two-component, two-component, two-  component, two-compo-
nent, two-component, two-  component high strength epoxy 
adhesive and repair mortar material.

ADVANTAGES And FEATURES
• It is very easy to apply.
• Water and gas impermeable.
• Resistant to chemicals and abrasion.
• Excellent adherence to concrete.
• No shrinkage.
• Solvent free.
• Easy to apply in overhead applications
• Easily applied in horizontal and vertical sprout planting
weak and loose particles, cement grout residues,

Applıcatıon Detaıls, Warnıngs
• The application surface should be free from dust, must be 
purified and dry.
• Concrete sub-surface should have compressive
strength (25N/mm²), tensile strength (pull-off  1,5N/mm²).
• In extremely hot weather, the mixture will harden  immediately 
when the product is mixed.
• It must be done.
• When used in dilatation membranes, at least 1,00kg per
m² should be used.
• No foreign substance, thinner and water should be  added into 
the prepared product.
• Mixing of the material must be done with suitable  mechanical 
mixers. Manual mixing
should not be done.
• Do not apply if the temperature is below +5°C.
 

Areas Of Use
• Bonding of dilatation tapes to concrete.
• Repair and bonding of allkinds of materials such as
concrete, stone, marble.
• Bonding of materials such as tiles, granite to glossy  surfaces
• Horizontal and vertical sprout planting

STORAGE And SHELF LIFE
• In unopened original packaging, cool and dry should be stored 
in the environment, protected from  frost. Short for long-term 
storage, maximum 2 pallets on top of each  other and should be 
used on a first-in, first-out system.
• 18 months from the date of production under  appropriate 
storage conditions. Opened and unmixed  products should be 
consumed within maximum 2 days.

Packıng
• Component A 3.75  kg
• Component B 1.25  kg
• Metal Bucket

Safety Warnıngs
• Smoking should be avoided. Care should be taken  to ensure 
continuous ventilation of the application  area.
• Protective equipment such as goggles and gloves should  be 
used during application.
• The product should be consumed by professional users, taking 
into account the data in the technical data  section.

Technıcal Specıfıcatıons

Baumez Epd Mortar

Component EPFIX REPAIR  880 B Component

Mıxture Densıty

Mıxture

Expendıture

Compressıve Strength (7  Days)

Flexural Strength (7 Days)

Adhesıon Strength (7 Days)

Second Coat Tıme (20°c)

Strength Tıme (20°c)

Applıcatıon Temperature

Epoxy Resin

Epoxy Hardener

1,8± 0,05 kg/l

3,75 : 1,25

1-1,5kg/m²

>70N/mm² (TSE 196)

>40N/mm² (TSE 196)

>3N/mm²,Concrete  Breaks

min 12 hours

7 Days

+5°C - +30°C (Concrete)

Two-component high strength epoxy adhesive and repair mortar
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Baumez Epd Mortar

Tanımı
Özel olarak geliştirilmiş tiksotropik kıvamda, yapıştırma ve tamir 
işlerinde kullanılan , iki bileşenli yüksek mukavemetli epoksi 
yapıştırıcısı ve tamir  harcı malzemesi.

Avantajlar ve Özellikleri
• Uygulaması çok kolay.
• Su ve gaz geçirimi yoktur.
• Kimyasallara ve aşınmaya karşı dayanıklıdır.
• Betona mükemmel aderans eder.
• Rötre yapmaz.
• Solvent içermez.
• Baş üstü uygulamalarda kolay uygulanır
• Yatay ve dikey filiz ekiminde kolayca uygulanır.

Uygulama Detayları, Uyarılar
• Uygulanacak yüzey toz, güçsüz ve oynak  parçacıklardan, 
çimento serbeti kalıntıları v.b.arındırılmış ve kuru olmalı.
• Beton alt yüzeyi basınç dayanımı (25N/mm²),  çekme dayanımı 
(pull-off 1,5N/mm²) olmalıdır.
• Aşırı sıcak havalarda ürün karıştığı zaman hemen  sertleşeceği 
için tüketilecek kadar karışım
yapılmalıdır.
• Dilatasyon membranlarında kullanımlarında m²de  en az 1,00kg 
kullanılmalıdır.
• Hazırlanan ürünün içerisine hiç bir şekilde yabancı  bir madde, 
incelticisi ve su katılmamalıdır.
• Malzemenin karıştırılması mutlaka uygun mekanik  karıştırıcılar 
ile yapılmalıdır. El ile karıştırma
yapılmamalıdır.
• Sıcaklık +5°C’nin altında ise uygulanmamalıdır.

Kullanım Alanları
• Dilatasyon bantların betona yapıştırılmasında.
• Her türlü beton, taş, mermer gibi malzemelerin  tamirinde ve 
yapıştırılmasında.
• Fayans, granit gibi malzemelerin parlak yüzeylere  yapıştırıl-
masında
• Yatay ve dikey filiz ekimlerinde

Depolama ve Raf Ömrü
• Açılmamış orijinal ambalajında, serin ve kuru
ortamda, dondan korunarak depolanmalıdır. Kısa
süreli depolamalarda, en fazla 2 palet üst üste
konulmalı ve ilk giren ilk çıkan sistemiyle  kullanılmalıdır.
• Uygun depolama koşullarında üretim tarihinden  itibaren 18 
aydır. Açılmış ve karıştırılmamış ürünler  en fazla 2 gün içinde 
tüketilmelidir.

Ambalaj
• A Bileşeni 3,75 kg
• B Bileşeni 1,25 kg
• Metal kova

Güvenlik Uyarıları
• Sigara içilmemeli. Uygulama yapılacak alanın  sürekli 
havalandırılmasına dikkat edilmeli.
• Uygulama esnasında gözlük, eldiven gibi koruyucu ekipmanlar 
kullanılmalı.
• Ürün profesyonel kullanılıcılar tarafından, teknik  bilgi 
kısmındaki veriler göz önüne alınarak  tüketilmelidir.

Teknik Özellikler

Baumez epd mortar a bileşeni epfix repair 880  b bileşeni

Karışım yoğunluğu

Karışım

Sarfiyat

Basınç dayanımı (7 gün)

Eğilme dayanımı (7gün)

Yapışma dayanımı (7gün)

İkinci kat süresi (20°c)

Mukavemet süresi (20°c)

Uygulama sıcaklığı

Epoksi Reçine

Epoksi Sertleştirici

1,8± 0,05 kg/lt

3,75 : 1,25

1-1,5kg/m²

>70N/mm² (TSE 196)

>40N/mm² ( TSE 196)

>3N/mm²,Beton Kopar

min 12 saat

7 Gün

+5°C - +30°C (Beton)

İki bileşenli yüksek mukavemetli, epoksi yapıştırıcısı ve tamir harcı
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