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Chamfer Tape

Definition
Thermoplastic elastomer based, elastic, joint and chamfer tape 
with  Felt or Polyester reinforced edges, used for waterproofing 
structural joints.

Advantages
• It has high elasticity,
• Quick and easy to apply,
• Resistant to chemical substances,
• It is resistant to harsh weather conditions, UV rays, impacts  
and bending,
• It can be used in all kinds of waterproofing works thanks to its  
easy cutting and gluing by welding,
• It can be easily mechanically fixed thanks to its  holes,
• Thanks to its continuous elastic structure, it is resistant to all  
kinds of movements of the structures.

Areas of use
• In chamfers in wet rooms,
• In ponds, treatment plants,
• In the chamfers of the water tanks,
• It is used to tolerate and insulate the movements in cold joints  
and cracks in slabs and curtains with its elastic structure.
• On balconies, parapets,
• It is used on terraces, roof finishes.

Surface preparation
The application surface should be cleaned from dust, paint, dirt,  
detergent, etc. and should be clean, dry, smooth and solid. 
Surfaces  requiring repair should be repaired at least one day in 
advance with a  suitable repair mortar.

Application
Before starting the waterproofing material application, Hammer-
fast  Chamfer Band is cut according to the area to be applied. 
After the  first layer of the sliding based waterproofing material is 
applied (a little  more is applied for the chamfer band to settle 
well), the chamfer  band is laid on the area to be applied and it is 
ensured to be  embedded with waterproofing material. After the 
first layer of  waterproofing material is cured, the process is 
completed by  continuing the application of the other layer of 
waterproofing material.

Security measures
• Always read the instructions for use,
• Keep away from children,
• Do not approach with fire
• Suitable protective equipment should be used during  application.

Storage and shelf life
It can be stored for 5 years in its unopened original packaging in 
a  cool and dry place protected from frost. Pallets should not be 
stacked  on top of each other for long term storage.

Points to be considered
• It should not be applied in high temperature environments.
• Hammerfast Chamfer Tape should be embedded in  
waterproofing materials when they are wet.
• After the application, waterproofing materials should be 
brought  on the chamfer band.
• Do not apply on surfaces exposed to direct sun and strong 
wind.
• Do not apply within 24 hours on surfaces exposed to 
rain or frost.

Packaging
Available in 50 metre rolls.

Quality certificates
• ISO 9001:2015

Technical specifications

Chemical structure

System width of the material

Service temperature

Thickness

Across the water pressure endurance

TPE (Thermoplastic Elastomer) & Felt or Polyester mesh

120 mm

-40 °C / +90 °C

0.60 mm

1.5 bar
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Pah Bandı

Tanımı
Termoplastik elastomer esaslı, kenarları Keçeli veya Polyester 
File takviyeli,  yapısal derzlerin su yalıtımında kullanılan, elastik, 
derz ve pah  bandıdır.

Avantajları
• Yüksek elastikiyete sahiptir,
• Hızlı ve kolay uygulanır,
• Kimyasal maddelere dayanıklıdır,
• Zor hava koşullarına, UV ışınlarına, darbelere ve eğilmelere  
karşı dayanıklıdır,
• Kolay bir şekilde kesilir ve kaynakla yapıştırılması sayesinde 
her  türlü su yalıtım işlerinde kullanılabilir,
• Delikleri sayesinde kolay bir şekilde mekanik olarak  sabitlene-
bilir,
• Sürekli elastik yapısı sayesinde yapıların her tülü hareketine  
dayanıklıdır.

Kullanım Alanları
• Islak hacimlerdeki pahlarda,
• Havuzlarda, arıtma tesislerinde,
• Su depolarının pahlarında,
• Döşemelerde ve perdelerde oluşan soğuk derz ve çatlaklardaki  
hareketlerin, elastik yapısı ile tolere edilmesinde ve  yalıtılmasın-
da kullanılır.
• Balkonlarda, parapetlerde,
• Teraslarda, çatı bitişlerinde kullanılır.

Yüzey Hazırlığı
Uygulama yapılacak yüzey; toz, boya, kir, deterjan v.b. tutunmayı  
önleyici maddelerden arındırılarak, temiz, kuru, düzgün ve 
sağlam  olması sağlanmalıdır. Tamir gereken yüzeyler tamir 
harçlarından  uygun olanı ile en az bir gün önceden onarılmalıdır.

Uygulama
Su yalıtım malzemesi uygulamasına başlanmadan önce  
Hammerfast Pah Bandı uygulanacak alana göre kesilir. Sürme  
esaslı su yalıtım malzemesinin ilk katı (Pah bandının iyi yerleşm-
esi  için biraz fazla sürülür) sürüldükten sonra Pah bandı, 
uygulanacak  olan alana serilir ve su yalıtım malzemesi ile 
gömülmesi sağlanır.  Birinci kat su yalıtım malzemesinin kürünü 
lamasından sonra diğer  kat su yalıtım malzemesi uygulamasına 
devam edilerek işlem  tamamlanır.

Güvenlik Önlemleri
• Kullanma talimatını mutlaka okuyunuz,
• Çocuklardan uzak tutunuz,
• Ateşle yaklaşmayınız
• Uygulama esnasında uygun koruyucular kullanılmalıdır.

Dikkat Edilecek Hususlar
• Yüksek sıcaklık içeren ortamlarda uygulanmamalıdır.
• Hammerfast Pah Bandı, su yalıtım malzemeleri yaş iken içine  
gömülmelidir.
• Uygulama sonrası su yalıtım malzemeleri pah bandının üzerine  
getirilmelidir.
• Doğrudan güneşe ve kuvvetli rüzgâra maruz kalan yüzeylerde  
uygulama yapılmamalıdır.
• 24 saat içerisinde yağmur görmüş veya dona maruz kalmış  
yüzeylerde uygulama yapılmamalıdır.

Kalite Belgeleri
• ISO 9001:2015

Teknik Özellikler

Kimyasal yapısı

Malzemenin sistem genişliği

Servis sıcaklığı

Kalınlık

Su basıncı karşısındaki dayanım

TPE (Termoplastik Elastomer) & Keçeli veya Polyester File

120 mm

-40 °C / +90 °C

0,60 mm

1,5 bar
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