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Thermoplastıc Swell Tape

Definition
BAUMEZ TPE, is a thermoplastic-based intumescent tape 
suitable  for use in concrete joints, construction  joints and cold 
joints, and  aids waterproofing.

Areas of use
• Cold joints and construction joints,
• Foundation and curtain wall concretes,
• Old and new concrete settlements,
• Retaining curtains,
• Water tanks and pools,
• Tunnels, subways, dams, motorways, etc. all  kinds of 
constructions,
• Sewerage, water treatment plants and  manholes,
• Underground pipe and cable crossings,

Advantages
• Thanks to its flexibility and suitable cross-sectional dimensions, 
it  is easily applied to all kinds of folds and grooves on the 
surface.
• It has fast and high expansion capacity.
• It has infinite and reversible expansion (capacity to return to its 
original state).
• Maintains dimensional stability even at high temperatures.
• Suitable for contact with groundwater, tap water, salt water, 
pure water and alkaline water (cemented water).
• Thanks to its dimensions, it is easy to apply even in areas with  
excessive reinforcement.
• No primer required.
• This dimensional change enables the material to form a water 
barrier within the reinforced concrete structure and to fill 
possible  voids.

Points to Consider
• Store in dry and non-humid areas, protected from direct 
sunlight.
• Pay attention to surface cleanliness and smoothness.
• Not suitable for use in expansion joints.
• Previously deformed tapes are not suitable for use.

Method of Use
Surface Preparation:
• For very rough surfaces, necessary corrections should be made  
with repair mortars before application.
• The substrate must be durable and clean for application.

Implementation:
• Application should be made at least 8 cm from the area of the  
concrete that will be exposed to water.
• Application can be done with suitable mounting adhesive or  
nailing method.
• In the nailing method, nails can be applied at 15 cm intervals.
• At the junction point of the two bands, the bands are brought 50 
mm side by side and joined.
• The surface may be damp during application, but there should 
be  no puddles.

Packaging
20 mt/roll in 5 x 20 mm width  10 mt/roll in 10 x 20 mm width

Storage and Shelf Life
Store in a closed, dry and clean environment in its original  
packaging. Shelf life is 24 months.

Technical Specifications

Basis TPE

Dimensions

Density 

Pressure 

Class 

Swelling Capacity

Dangerous Chemicals

Water pressure resistance:

Ambient temperature:

(Thermoplastic elastomer)  

5 x 20 mm / 10 x 20 mm  

Approx. 1,25 g/cm³ Expansion  

Approx. 1,06 N/mm² Fire  

Class E (DIN EN 13501-1)  

> %400  

None

2 Pa

+5ºC +35ºC
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Termoplastik Şişen Bant

Tanımı
BAUMEZ TPE, beton birleşim noktaları, yapı derzleri ve soğuk  
derzlerde kullanıma uygun, su yalıtımına yardımcı termoplastik 
esaslı  şişen banttır.

Kullanım Alanları
• Soğuk derzler ve yapı derzleri,
• Temel ve perde betonları,
• Eski ve yeni beton yerleşim yerleri,
• İstinat perdeleri,
• Su depoları ve havuzlar,
• Tünel, metro, baraj, otoyol vb. her türlü inşaatlar,
• Kanalizasyon, su arıtma tesisleri ve menholler,
• Yeraltı boru ve kablo geçişleri,
• Prekast elemanların birleşim yerlerinde.

Avantajları
• Esnekliği ve uygun kesit boyutları sayesinde, yüzeydeki her 
türlü  kıvrım ve oyuğa rahat uygulanır.
• Hızlı ve yüksek genleşme kapasitesine sahiptir.
Sonsuz ve tersinir genleşme (eski haline dönme kapasitesi) 
özelliği  vardır.
• Yüksek sıcaklıklarda dahi boyut kararlılığını korur.
• Yeraltı suları, çeşme suyu, tuzlu su, saf su ve alkali su 
(çimentolu  su) ile temasa uygundur.
• Boyutları sayesinde fazla donatı olan bölgelerde bile kolay  
uygulanır.
• Astar gerektirmez.
• Oluşan bu boyut değişimi, betonarme yapı içerisinde 
malzemenin  su bariyeri oluşturmasını ve olası boşlukları 
doldurmasını sağlar.

Dikkat Edilecek Noktalar
• Kuru ve nemli olmayan bölgelerde direkt güneş ışığından 
koruyarak  muhafaza ediniz.
• Yüzey temizliğine ve düzgünlüğüne dikkat ediniz.
• Genleşme derzlerinde kullanımı uygun değildir.
• Önceden deforme olmuş bantların kullanımı uygun değildir.

Ambalaj
5 x 20 mm genişlikte 20 mt/rulo
10 x 20 mm genişlikte 10 mt/rulo

Depolama ve Raf Ömrü
Kapalı, kuru ve temiz bir ortamda orijinal paketinde saklayınız.  
Raf ömrü 24 aydır.

Teknik Özellikler

Esası

Boyutlar 

Yoğunluk 

Genleşme Basıncı

Yangın Sınıfı 

Şişme Kapasitesi

Tehlikeli Kimyasallar

Su Basınc Dayanımı

Ortam Sıcaklığı

TPE (Termoplastik elastomer)

5 x 20 mm / 10 x 20 mm 

Yaklaşık 1,25 g/cm³  

Yaklaşık 1,06 N/mm²  

E sınıfı (DIN EN 13501-1)  

 > %400

 Yok

2 Pa

+5ºC +35ºC
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